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Weldy Extrusion Welder Rod Type

WELDY EXT7-HA/360

Technical Description

The newly developed compact and lightweight welding unit type EXT7
comes complete with an air blower thus eliminating the need for an air
compressor. It is the most ideal welding tool suitable for site operation and
assembly works and can even access difficult welding positions.

The EXT7 welder requires a 4mm round PE, PP, Or PVDF rod as
welding materials whereby the rod is granulated via the extruder screw. The
granulate produce is pressed into the melting chamber by the extruder screw
and melted. Heating of the base material is achieved using an air heater
system with adjustable air temperature between 20C° — 650C° . The hot air
passes via a pre-heating nozzle adapted to match the weld shape in each
requirement.

The melting chamber is heated by the hot air tool and controlled by the internal
PCB Board unit.

Exchangeable welding shoes and flexible 360° turn give the extruded plastic
material the require thickness and profile.

Technical Data

Type WELDY/EXT2/Rod/360/HA
Drive 650 Watt, 220V AC
Chamber Heater Hot Air

Temperature Controller PCB Board

Air Heater System 1550 Watt, 220V AC with built- in air blower system
Welding Capacity Approx. 1.5 -2 Kg

Range of Applications PP, PE, or PVDF

Wall of Thickness 0.5 - 10mm

Weight 5kg

Angle weld 360°

**% Specifications subject to change, other voltages possible. ***



